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eziS tF/sbL htgnel/sbL rebmuNtraP
1/4 x 1/2 263. 43.4 083651
5/ 61 x 5/8 665. 97.6 893651
3/8 x 3/4 518. 87.9 304651

eziS tF/sbL htgneL/sbL rebmuNtraP
1/8 x 1/2 181. 71.2 223651
3/ 61 x 5/8 833. 50.4 281392
3/ 61 x 3/4 663. 93.4 843651
1/4 1x 246. 07.7 653651
5/ 61 1x 1/4 10.1 31.21 463651
5/ 61 1x 1/2 71.1 00.41 273651

Half Oval Free Cutting Half Hard Yellow Brass Bar

Dimensions are in inches. All weights are approximate.

Brass Rod & Bar

■  UNS Designation Number:  UNS C36000
■  Nominal Chemicals:   Copper 61.5%, Zinc 35.4%, Lead 3.1%
■  Average Physical Properties:   Tensile 45,000 psi (min), Yield 17,000 psi
■  Specifications:  ASTM B 16, Temper H02 (1/2 Hard)
■  Stocked in 12 foot lengths

■  UNS Designation Number:  UNS C36000
■  Nominal Chemicals:   Copper 61.5%, Zinc 35.4%, Lead 3.1%
■  Average Physical Properties:   Tensile 45,000 psi (min), Yield 17,000 psi
■  Specifications:  ASTM B 16, Temper H02 (1/2 Hard)
■  Stocked in 12 foot lengths

Half Round Free Cutting Half Hard Yellow Brass Bar


